CHAPTER 8: SPECIAL ROOMS, SPACES, AND ELEMENTS TECHNICAL

EXCEPTION: Where vehicles are boarded from sidewalks or street-level, low-level platforms
shall be permitted to be less than 8 inches (205 mm).

Advisory 810.5.3 Platform and Vehicle Floor Coordination. The height and position of a
platform must be coordinated with the floor of the vehicles it serves to minimize the vertical
and horizontal gaps, in accordance with the ADA Accessibility Guidelines for Transportation
Vehicles (36 CFR Part 1192). The vehicle guidelines, divided by bus, van, light rail, rapid
rail, commuter rail, intercity rail, are available at www.access-board.gov. The preferred
alignment is a high platform, level with the vehicle floor. In some cases, the vehicle
guidelines permit use of a low platform in conjunction with a lift or ramp. Most such low
platforms must have a minimum height of eight inches above the top of the rail. Some
vehicles are designed to be boarded from a street or the sidewalk along the street and the
exception permits such boarding areas to be less than eight inches high.

810.6 Rail Station Signs. Rail station signs shall comply with 810.6.
EXCEPTION. Signs shall not be required to comply with 810.6.1 and 810.6.2 where audible signs
are remotely transmitted to hand-held receivers, or are user- or proximity-actuated.

Advisory 810.6 Rail Station Signs Exception. Emerging technologies such as an audible
sign systems using infrared transmitters and receivers may provide greater accessibility in
the transit environment than traditional Braille and raised letter signs. The transmitters are
placed on or next to print signs and transmit their information to an infrared receiver that is
held by a person. By scanning an area, the person will hear the sign. This means that signs
can be placed well out of reach of Braille readers, even on parapet walls and on walls
beyond barriers. Additionally, such signs can be used to provide wayfinding information that
cannot be efficiently conveyed on Braille signs.

810.6.1 Entrances. Where signs identify a station or its entrance, at least one sign at each entrance
shall comply with 703.2 and shall be placed in uniform locations to the maximum extent practicable.

Where signs identify a station that has no defined entrance, at least one sign shall comply with 703.2
and shall be placed in a central location.

810.6.2 Routes and Destinations. Lists of stations, routes and destinations served by the station
which are located on boarding areas, platforms, or mezzanines shall comply with 703.5. Atleastone
tactile sign identifying the specific station and complying with 703.2 shall be provided on each
platform or boarding area. Signs covered by this requirement shall, to the maximum extent
practicable, be placed in uniform locations within the system.
EXCEPTION: Where sign space is limited, characters shall not be required to exceed 3 inches
(75 mm).

Advisory 810.6.2 Routes and Destinations. Route maps are not required to comply with
the informational sign requirements in this document.
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